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(2) A single visible emission observer
may conduct visible emission observa-
tions for up to three fugitive, stack, or
vent emission points within a 15-second
interval if the following conditions are
met:

(i) No more than three emission
points may be read concurrently.

(i) All three emission points must be
within a 70 degree viewing sector or
angle in front of the observer such that
the proper sun position can be main-
tained for all three points.

(iii) If an opacity reading for any one
of the three emission points equals or
exceeds the applicable standard, then
the observer must stop taking readings
for the other two points and continue
reading just that single point.

(3) Method 51 of Appendix A-3 of this
part may be used to determine the PM
concentration as an alternative to the
methods specified in paragraph (b)(1) of
this section. Method 51 (40 CFR part 60,
Appendix A-3) may be useful for af-
fected facilities that operate for less
than 1 hour at a time such as (but not
limited to) storage bins or enclosed
truck or railcar loading stations.

(4) In some cases, velocities of ex-
haust gases from building vents may be
too low to measure accurately with the
type S pitot tube specified in EPA
Method 2 of Appendix A-1 of this part
[i.e., velocity head <1.3 mm H;O (0.05 in.
H,0)] and referred to in EPA Method 5
of Appendix A-3 of this part. For these
conditions, the owner or operator may
determine the average gas flow rate
produced by the power fans (e.g., from
vendor-supplied fan curves) to the
building vent. The owner or operator
may calculate the average gas velocity
at the building vent measurement site
using Equation 1 of this section and
use this average velocity in deter-
mining and maintaining isokinetic
sampling rates.

(Eq. )

Where:

Ve = average building vent velocity (feet per
minute);

Qi = average fan flow rate (cubic feet per
minute); and

A = area of building vent and measurement
location (square feet).
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(f) To comply with §60.676(d), the
owner or operator shall record the
measurements as required in §60.676(c)
using the monitoring devices in §60.674
(a)(1) and (2) during each particulate
matter run and shall determine the
averages.

(g) For performance tests involving
only Method 9 (40 CFR part 60 Appen-
dix A-4) testing, the owner or operator
may reduce the 30-day advance notifi-
cation of performance test in §60.7(a)(6)
and 60.8(d) to a 7-day advance notifica-
tion.

(h) [Reserved]

(i) If the initial performance test
date for an affected facility falls during
a seasonal shut down (as defined in
§60.671 of this subpart) of the affected
facility, then with approval from the
permitting authority, the owner or op-
erator may postpone the initial per-
formance test until no later than 60
calendar days after resuming operation
of the affected facility.

§60.676 Reporting and recordkeeping.

(a) Each owner or operator seeking to
comply with §60.670(d) shall submit to
the Administrator the following infor-
mation about the existing facility
being replaced and the replacement
piece of equipment.

(1) For a crusher, grinding mill,
bucket elevator, bagging operation, or
enclosed truck or railcar loading sta-
tion:

(i) The rated capacity in megagrams
or tons per hour of the existing facility
being replaced and

(ii) The rated capacity in tons per
hour of the replacement equipment.

(2) For a screening operation:

(i) The total surface area of the top
screen of the existing screening oper-
ation being replaced and

(if) The total surface area of the top
screen of the replacement screening op-
eration.

(3) For a conveyor belt:

(i) The width of the existing belt
being replaced and

(i) The width of the replacement
conveyor belt.

(4) For a storage bin:

(i) The rated capacity in megagrams
or tons of the existing storage bin
being replaced and
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(ii) The rated capacity in megagrams
or tons of replacement storage bins.

(b)(1) Owners or operators of affected
facilities (as defined in §§60.670 and
60.671) for which construction, modi-
fication, or reconstruction commenced
on or after April 22, 2008, must record
each periodic inspection required under
§60.674(b) or (c), including dates and
any corrective actions taken, in a log-
book (in written or electronic format).
The owner or operator must keep the
logbook onsite and make hard or elec-
tronic copies (whichever is requested)
of the logbook available to the Admin-
istrator upon request.

(2) For each bag leak detection sys-
tem installed and operated according
to §60.674(d), the owner or operator
must keep the records specified in
paragraphs (b)(2)(i) through (iii) of this
section.

(i) Records of the bag leak detection
system output;

(ii) Records of bag leak detection sys-
tem adjustments, including the date
and time of the adjustment, the initial
bag leak detection system settings, and
the final bag leak detection system
settings; and

(iii) The date and time of all bag leak
detection system alarms, the time that
procedures to determine the cause of
the alarm were initiated, the cause of
the alarm, an explanation of the ac-
tions taken, the date and time the
cause of the alarm was alleviated, and
whether the cause of the alarm was al-
leviated within 3 hours of the alarm.

(3) The owner or operator of each af-
fected facility demonstrating compli-
ance according to §60.674(e) by fol-
lowing the requirements for processed
stone handling operations in the Lime
Manufacturing NESHAP (40 CFR part
63, subpart AAAAA) must maintain
records of visible emissions observa-
tions required by §63.7132(a)(3) and (b)
of 40 CFR part 63, subpart AAAAA.

(c) During the initial performance
test of a wet scrubber, and daily there-
after, the owner or operator shall
record the measurements of both the
change in pressure of the gas stream
across the scrubber and the scrubbing
liquid flow rate.

(d) After the initial performance test
of a wet scrubber, the owner or oper-
ator shall submit semiannual reports

§60.676

to the Administrator of occurrences
when the measurements of the scrub-
ber pressure loss and liquid flow rate
decrease by more than 30 percent from
the average determined during the
most recent performance test.

(e) The reports required under para-
graph (d) of this section shall be post-
marked within 30 days following end of
the second and fourth calendar quar-
ters.

(f) The owner or operator of any af-
fected facility shall submit written re-
ports of the results of all performance
tests conducted to demonstrate com-
pliance with the standards set forth in
§60.672 of this subpart, including re-
ports of opacity observations made
using Method 9 (40 CFR part 60, Appen-
dix A-4) to demonstrate compliance
with §60.672(b), (e) and (f).

(g) The owner or operator of any wet
material processing operation that
processes saturated and subsequently
processes unsaturated materials, shall
submit a report of this change within
30 days following such change. At the
time of such change, this screening op-
eration, bucket elevator, or belt con-
veyor becomes subject to the applica-
ble opacity limit in §60.672(b) and the
emission test requirements of §60.11.

(h) The subpart A requirement under
§60.7(a)(1) for notification of the date
construction or reconstruction com-
menced is waived for affected facilities
under this subpart.

(i) A notification of the actual date
of initial startup of each affected facil-
ity shall be submitted to the Adminis-
trator.

(1) For a combination of affected fa-
cilities in a production line that begin
actual initial startup on the same day,
a single notification of startup may be
submitted by the owner or operator to
the Administrator. The notification
shall be postmarked within 15 days
after such date and shall include a de-
scription of each affected facility,
equipment manufacturer, and serial
number of the equipment, if available.

(2) For portable aggregate processing
plants, the notification of the actual
date of initial startup shall include
both the home office and the current
address or location of the portable
plant.
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Subpt. OO0, Table 1

() The requirements of this section
remain in force until and unless the
Agency, in delegating enforcement au-
thority to a State under section 111(c)
of the Act, approves reporting require-
ments or an alternative means of com-
pliance surveillance adopted by such
States. In that event, affected facilities
within the State will be relieved of the
obligation to comply with the report-
ing requirements of this section, pro-
vided that they comply with require-
ments established by the State.

(k) Notifications and reports required
under this subpart and under subpart A
of this part to demonstrate compliance
with this subpart need only to be sent
to the EPA Region or the State which
has been delegated authority according
to §60.4(b).

TABLE 1 TO SUBPART OOO—EXCEPTIONS
TO APPLICABILITY OF SUBPART A TO
SUBPART OO0

TABLE 1 TO SUBPART OOO—EXCEPTIONS TO
APPLICABILITY OF SUBPART A TO SUBPART OO0

Subpart A ref-
erence

Applies to

subpart 000 Explanation

60.4, Address ... Except in §60.4(a) and
(b) submittals need
not be submitted to
both the EPA Region
and delegated State

authority (§60.676(k)).
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TABLE 1 TO SUBPART OOO—EXCEPTIONS TO
APPLICABILITY OF SUBPART A TO SUBPART

O00—Continued

Subpart A ref-
erence

Applies to
subpart OO0

Explanation

60.7, Notification
and record-
keeping.

60.8, Perform-
ance tests.

60.11, Compli-
ance with
standards and
maintenance
requirements.

60.18, General
control device.

Except in (a)(1) notifica-
tion of the date con-
struction or recon-
struction commenced
(860.676(h)).

Also, except in (a)(6)
performance tests in-
volving only Method 9
(40 CFR part 60, Ap-
pendix A—4) require a
7-day advance notifi-
cation instead of 30
days (§60.675(g)).

Except in (d) perform-
ance tests involving
only Method 9 (40
CFR part 60, Appen-
dix A—4) require a 7-
day advance notifica-
tion instead of 30 days
(§60.675(g)).

Except in (b) under cer-
tain conditions
(8860.675(c)), Method
9 (40 CFR part 60,
Appendix A-4) obser-
vation is reduced from
3 hours to 30 minutes
for fugitive emissions.

Flares will not be used
to comply with the
emission limits.

TABLE 2 TO SUBPART OOO—STACK EMIS-
SION LIMITS FOR AFFECTED FACILI-
TIES WITH CAPTURE SYSTEMS

TABLE 2 TO SUBPART OOO—STACK EMISSION LIMITS FOR AFFECTED FACILITIES WITH CAPTURE
SYSTEMS

The owner or operator must

* o o
For meet a PM limit of * * *

And the owner or operator
must meet an opacity limit of
P

The owner or operator must
demonstrate compliance with
these limits by conducting

* %k

Affected facilities (as defined in
8860.670 and 60.671) that
commenced construction,
modification, or reconstruc-
tion after August 31, 1983
but before April 22, 2008.

0.05 g/dscm (0.022 gr/dscf) 2

Affected facilities (as defined in
§860.670 and 60.671) that
commence construction,
modification, or reconstruc-
tion on or after April 22,
2008.

0.032 g/dscm (0.014 gr/dscf) 2

7 percent for dry control de-
vicesb.

Not applicable (except for in-
dividual enclosed storage
bins).

7 percent for dry control de-
vices on individual enclosed
storage bins.

An initial performance test ac-
cording to §60.8 of this part
and §60.675 of this sub-
part; and

Monitoring of wet scrubber
parameters according to
§60.674(a) and §60.676(c),
(d), and (e).

An initial performance test ac-
cording to §60.8 of this part
and §60.675 of this sub-
part; and

Monitoring of wet scrubber
parameters according to
§60.674(a) and §60.676(c),
(d), and (e); and

Monitoring of baghouses ac-
cording to §60.674(c), (d),
or (e) and §60.676(b).

aExceptions to the PM limit apply for individual enclosed storage bins and other equipment. See § 60.672(d) through (f).
bThe stack opacity limit and associated opacity testing requirements do not apply for affected facilities using wet scrubbers.
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